650 MEMBRANE APPLIED OVER SUBSTRATE PREPARED WITH 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT AT A RATE OF 250 TO 300 SF/GAL OR 650 WB LIQUID ADHESIVE AT A RATE OF 350 - 400 SF/GAL AND OVERLAPPING EXISTING MEMBRANE MINIMUM 6"

DETAIL SEALANT PW OR LM-95 APPLIED TO TERMINAL EDGE OF MEMBRANE

POLYFLOW 15 OR 15P SHEET MOLDED DRAIN FABRIC FACING THE BACKFILL

650 MEMBRANE APPLIED OVER SUBSTRATE PREPARED WITH 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT AT A RATE OF 250 TO 300 SF/GAL OR 650 WB LIQUID ADHESIVE AT A RATE OF 350 - 400 SF/GAL AND ONTO UNDERSLAB MEMBRANE A MINIMUM OF 6"

TOTALFLOW HIGH CAPACITY SHEET MOLDED PERIMETER DRAIN

DETAIL SEALANT PW OR LM-95 APPLIED TO TERMINAL EDGE OF Membrane

SPECIAL NOTE: IF ADHESIVE IS REQUIRED FOR SEAMS OR ENDLAPS DO NOT USE 650 WB LIQUID ADHESIVE

UNDERSLAB MEMBRANE FABRIC TOWARD CONCRETE POUR

WATERSTOP - BY OTHERS

WATERSTOP PER MANUFACTURES RECOMMENDATIONS - BY OTHERS

12" STRIP OF DETAIL TAPE OR 650 MEMBRANE APPLIED TO OUTSIDE CORNER PREPARED WITH 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT AT A RATE OF 250 - 300 SF/GAL OR 650 WB LIQUID ADHESIVE AT A RATE OF 350 - 400 SF/GAL

WP5

SECTION@ TUNNEL WATERPROOFING DETAIL

Polyguard Products, Inc.
P.O. Box 755 - Ennis, TX 75119
Phone: 214-515-5000
Web Site - www.polyguard.com