SECTION @ CMU BACKING WALL / NON-FLANGED WINDOW, DOOR, OR FIXTURE SILL

NON-FLANGED WINDOW, DOOR, OR FIXTURE (WINDOW SHOWN)
BRICK JAMB (BEYOND)
BACKER ROD AND SEALANT FOR CONTINUOUS AIR BARRIER (BY OTHERS)
POSITIVE OUTWARD SLOPE FROM ROUGH OPENING TO FACE OF BACKING WALL
BACKER ROD AND SEALANT (BY OTHERS)

POLYGUARD AIRLOK GUN-N-SPREAD, AIRLOK FLASH-N-ROLL, AIRLOK DETAIL-N-JOINT, OR DETAIL SEALANT PW TOOLED TO 25 MILS WET; OR POLYGUARD AIRLOK SHEET 200 BU SERIES OR AIRLOK SHEET 400 SERIES APPLIED OVER POLYGUARD 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT APPLIED AT A RATE OF 250 - 300 SF / GAL , OR OVER 650 WB LIQUID ADHESIVE APPLIED AT A RATE OF 350 - 400 SF / GAL, OR APPLIED OVER QUICK GRIP SPRAY ADHESIVE (END DAMS NOT SHOWN). EXTEND SELECTED FLASHING MEMBRANE A MINIMUM 3" ONTO EACH SURFACE. APPLY SELECTED FLASHING MATERIAL EITHER BEFORE OR AFTER (AS SHOWN) SELECTED POLYGUARD AIR BARRIER MEMBRANE.

CMU OR CONCRETE WALL
POLYGUARD VAPOR PERMEABLE AIRLOK FLEX SERIES AIR BARRIER MEMBRANE APPLIED BEFORE (AS SHOWN) OR AFTER SELECTED FLASHING
QUICK GRIP SPRAY ADHESIVE
RIGID INSULATION
BRICK VENEER