EXTEND ROOF MEMBRANE OVER TOP OF PARAPET

2X TREATED WOOD BLOCKING

LAP ROOF MEMBRANE OVER THE SELECTED AIR BARRIER MEMBRANE AND AFFIX IN PLACE

PREFINISHED METAL COPING WITH CONTINUOUS HOOK STRIP (BY OTHERS)

POLYGUARD AIRLOK GUN-N-SPREAD, AIRLOK FLASH-N-ROLL, AIRLOK DETAIL-N-JOINT, OR DETAIL SEALANT PW TOOLED TO 25 MILS WET; OR POLYGUARD AIRLOK SHEET 400 SERIES APPLIED OVER POLYGUARD 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT APPLIED AT A RATE OF 250 - 300 SF / GAL, OR OVER 650 WB LIQUID ADHESIVE APPLIED AT A RATE OF 350 - 400 SF / GAL, OR APPLIED OVER QUICK GRIP SPRAY ADHESIVE. EXTEND SELECTED FLASHING MEMBRANE A MINIMUM 3" ONTO EACH SURFACE. APPLY SELECTED FLASHING MATERIAL EITHER BEFORE OR AFTER (AS SHOWN) SELECTED POLYGUARD AIR BARRIER MEMBRANE. IF FLASHING IS APPLIED AFTER AIR BARRIER MEMBRANE, AND A SHEET FLASHING IS SELECTED, A TERMINAL EDGE SEAL IS REQUIRED.

METAL STUD FRAMING

GYPSUM SHEATHING

POLYGUARD AIRLOK SHEET 400 SERIES AIR BARRIER MEMBRANE APPLIED OVER POLYGUARD 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT APPLIED AT A RATE OF 250 - 300 SF / GAL, OR OVER 650 WB LIQUID ADHESIVE APPLIED AT A RATE OF 350 - 400 SF / GAL, OR APPLIED OVER QUICK GRIP SPRAY ADHESIVE. APPLY SELECTED AIR BARRIER MEMBRANE BEFORE (AS SHOWN) OR AFTER SELECTED FLASHING.

INSULATION, IDENTIFY WHICH TYPE AND LOCATION

BRICK VENEER

SECTION @ FRAMED BACKING WALL / MASONRY VENEER - PARAPET

POLYGUARD PRODUCTS, INC.

SOME MATERIALS SEPARATED FOR CLARITY