BRICK VENEER

RIGID INSULATION

QUICK GRIP ADHESIVE

POLYGUARD AIRLOK SPRAY-N-ROLL OR AIRLOK FLASH-N-ROLL
FLUID-APPLIED AIR BARRIER MEMBRANE. APPLY AIR BARRIER
BEFORE (AS SHOWN) OR AFTER SELECTED FLASHING.

CMU OR CONCRETE WALL

COVER EXPOSED SHEET FLASHING MEMBRANE EDGES WITH 25 MILS
POLYGUARD DETAIL SEALANT PW OR AIRLOK DETAIL-N-JOINT

POLYGUARD AIRLOK SHEET 200 BU / NP SERIES OR AIRLOK SHEET 400 NP SERIES
APPLIED OVER POLYGUARD 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT
APPLIED AT A RATE OF 250 - 300 SF / GAL, OR OVER 650 WB LIQUID ADHESIVE
APPLIED AT A RATE OF 350 - 400 SF / GAL; OR APPLIED OVER QUICK GRIP SPRAY
ADHESIVE. EXTEND SELECTED FLASHING MEMBRANE A MINIMUM 3" ONTO EACH
SIDE OF JOINT. APPLY SELECTED FLASHING MATERIAL EITHER BEFORE OR
AFTER (AS SHOWN) SELECTED POLYGUARD AIR BARRIER MEMBRANE.

BACKER ROD AND SEALANT (BY OTHERS)

BACKER ROD AND POLYGUARD DETAIL SEALANT PW OR
AIRLOK DETAIL-N-JOINT APPLIED AND TOOLED IN JOINT

GYPSUM SHEATHING

METAL STUD FRAMING

PLAN @ CMU AND FRAMED BACKING WALLS / MASONRY VENEER - TRANSITION JOINT