POLYGUARD 105 FLASHING APPLIED TO SUBSTRATE PREPARED WITH POLYGUARD 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT APPLIED AT A RATE OF 250 - 300 SF / GAL OR 650 WB LIQUID ADHESIVE APPLIED AT A RATE OF 350 - 400 SF / GAL

POLYGUARD BALCONY SHEET MEMBRANE SERIES WATERPROOFING APPLIED TO SUBSTRATE PREPARED WITH POLYGUARD 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT APPLIED AT A RATE OF 250 - 300 SF / GAL OR 650 WB LIQUID ADHESIVE APPLIED AT A RATE OF 350 - 400 SF / GAL

CONCRETE T-RAIL AT BALCONY EDGE

OPEN AREA BETWEEN ELASTOMERIC SHIMS, BALCONY SHEET MEMBRANE SERIES WATERPROOFING, AND HORIZONTAL LEG OF CONCRETE T-RAIL IS FOR WATER DRAINAGE

4" X 4" 60-MIL ELASTOMERIC SHIM @ 18" O.C. MAX

CONCRETE T-RAIL AT BALCONY EDGE

CONCRETE SLAB

POLYGUARD BG OUTSIDE CORNER BOOT APPLIED TO SUBSTRATE PREPARED WITH 650 LT LIQUID ADHESIVE OR CALIFORNIA SEALANT APPLIED AT A RATE OF 250 - 300 SF / GAL OR 650 WB LIQUID ADHESIVE APPLIED AT A RATE OF 350 - 400 SF / GAL, OR POLYGUARD LM-95 OR DETAIL SEALANT PW APPLIED AND TOOLED TO MINIMUM 60 MILS EXTENDED MINIMUM 6" IN EACH DIRECTION FROM CORNER

SEAL TOP EDGE OF 105 FLASHING AND ALL SEAMS OF POLYGUARD BALCONY SHEET MEMBRANE SERIES WATERPROOFING WITH POLYGUARD LM-95 OR DETAIL SEALANT PW APPLIED AND TOOLED TO MINIMUM 60-MILS, EXTEND MINIMUM 1" ON EACH SIDE OF JOINT

POLYGUARD PRODUCTS, INC.
P.O. Box 755 - Ennis, TX 75119
Phone: 214-515-5000
Web Site - www.polyguard.com

Some materials separated for clarity

Not to scale

Effective Date: 04/08/2020

Supersedes: 02/05/2020