1. **Underslab membrane with fabric toward concrete pour and rough fit around the base of the corner/column.**

2. **606 Tape applied to concrete prepared with 650 LT liquid adhesive or California sealant applied at a rate of 250 - 300 SF / GAL.**

3. **Preformed us outside corner boot adhered to 606 tape.**

4. **Top edge of underslab 'skirt' aligned and adhered to top edge and body of 606 tape and the exposed boot compound. Extend field leg of the 'skirt' 6' onto the field membrane fabric and exposed boot compound.**

5. **1/8" x 1" metal termination strip aligned along the top edge of underslab membrane 'skirt' and 606 tape.**

6. **Fasteners spaced 2" inward from each corner and not more than 8" spacing between ends.**

7. **Minimum 90 mils of detail sealant PW or LM-95 applied to clean, dry, and frost free concrete; along the top edge of the termination strip; over fastener heads; and onto 1" of the fabric below the termination strip.**

8. **Prepare and clean the fabric 6" to each side of the 'skirt' edge. Apply 650 LT liquid adhesive or California sealant to the cleaned area at a rate of 50-75 SF / GAL.**

9. **Cover the adhesive or sealant with fabric tape. Roll the fabric tape with a hand-held, hard-surface roller.**

The information provided is based on data and knowledge considered to be true and accurate and is offered for the users' consideration, investigation and verification, but we do not warrant the results to be obtained. Please read all data sheets, statements, recommendations or suggestions in conjunction with our conditions of sale, which apply to all goods supplied by us.

**Effective Date:** 01-18-2018

**Supercedes:** 03-18-2014

---

**Polyguard Products, Inc.**

P.O. Box 755 - Ennis, TX 75119
Phone: 214-515-5000  Fax: 972-875-9425
Web Site - www.polyguard.com